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A B S T R A C T   
The rapid bio-corrosion of magnesium-based alloys, the formation of hydrogen gas and, consequently, the 
premature loss of biomechanical functions hinder their applications as biodegradable implant materials. The 
corrosion becomes even accelerated, when fretting wear occurs at implant junctions, as a result of repeated 
disruptions of the magnesium (hydr)oxide layer formed on implant surfaces. To improve the overall performance 
of these materials in a bio-relevant environment, especially corrosion resistance and wear resistance, in this 
research, plasma electrolytic oxidation (PEO) was applied to create a coating on a magnesium alloy, ZK30. The 
resulting gains in corrosion resistance and wear resistance were evaluated. In vitro immersion tests in Hank’s 
solution at 37 ◦C showed a reduction in hydrogen release from the PEO-treated alloy. The results obtained from 
applying the scanning vibrating electrode technique (SVET) indicated a decreased susceptibility of the PEO- 
treated alloy to localized corrosion, accounting for the improved corrosion resistance. In addition, PEO was 
found to change the surface topography and roughness, in addition to surface chemistry, which contributed to an 
increased but stable coefficient of friction and a decreased material removal rate, as revealed by the tribological 
tests with a ball-on-plate configuration. The results indicate an enlarged opportunity of magnesium-based ma-
terials for orthopedic applications, where friction and wear are involved, by applying PEO.   
1. Introduction 
In recent years, magnesium-based materials have attracted the in-
terest of researchers in their use as a new generation of biodegradable 
materials for bone-repair applications [1]. Most of magnesium alloy 
initially developed for structural applications can be divided into four 
main groups: pure Mg, the alloys containing aluminum (e.g., AZ31 and 
AZ91), the alloys containing rare earth elements (e.g., WE43) and the 
alloys without aluminum (e.g., Mg-Zn-based alloys) [2]. Among these 
alloys, Mg-Zn-based alloys stand out as potential biodegradable mate-
rials, considering their moderate-to-high strengths, due to the 
strengthening effect of zinc (Zn), and relatively low cytotoxicity, due to 
the absence of toxic elements, such as aluminum and rare earth elements 
[3]. Among the common Mg-Zn-based alloys, the ZK30 alloy contains 
about 3% zinc [4], while the ZK60 alloy contains about 6% zinc, which 
is meant to enhance the strengthening effect further [5] but compro-
mises the corrosion resistance as a result of the formation of a large 
volume fraction of second-phase particles (MgZn2), especially at grain 
boundaries and thus severe localized corrosion. In these alloys, zirco-
nium (Zr) is present as the primary grain refiner and its biocompatibility 
is still controversial [6]. 
For bone-repair applications, it is necessary for a biodegradable 
implant material to maintain its biomechanical function during the bone 
healing period, typically up to 12 weeks [7]. The difficulty in performing 
the biomechanical function during such a period of time is due to the 
high corrosion rates of Mg-based alloys, correspond to the rapid for-
mation of hydrogen gas, leading to gas accumulation in the region 
adjacent to the implant, interfering with tissue-implant interactions. 
Clearly, this difficulty can only be overcome by reducing the corrosion 
rates of Mg-based alloys to a level so low that the release of H2 gas can be 
tolerated by the body [8]. A low biodegradation rate is even more 
difficult to attain and maintain, if the implant is subjected to relative 
motion with another object, leading to fretting wear [9]. Obviously, the 
key to solving all these difficulties lies in changing the surface chemistry, 
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mechanical properties and thus tribological behavior. A proper surface 
treatment can improve both the wear resistance and corrosion resistance 
[10]. Friction and wear have been more and more recognized as indis-
pensable considerations in the design of medical devices and in the 
choice of biomaterials [11]. 
A large number of surface treatments, such as anodizing, conversion 
coatings, vapor deposition, polymer deposition and plasma oxidation, 
have been applied to light metals to increase corrosion resistance as well 
as wear resistance, mostly aiming at increasing the useful lifespan of 
these materials [12]. Among them, Plasma Electrolytic Oxidation (PEO), 
particularly suitable for light metals (Al, Mg and Ti) as valve metals, has 
been of special interest [13]. During the PEO process, a ceramic film 
grows on the surface of the metal through the oxidation of the substrate 
and also through the reduction and incorporation of chemical elements 
present in the electrolyte [14]. Being similar to anodizing, PEO is an 
electrolytic process, but being different from anodizing, a non-toxic, 
slightly alkaline electrolyte is typically used and a high potential is 
applied. The increased potential promotes the formation of millions of 
short-lived microscopic discharges, which fuse and modify the growing 
oxide layer, changing its structure and making it harder and denser over 
time. Different electrolytes and electrical regimes used in the PEO 
treatment of light metals can produce coatings with greater resistance to 
corrosion [15]. 
The formation of magnesium oxide films is due to diffusion of 
magnesium ions out of the interface and diffusion into the SiO32− inter-
face. The film formation reactions would occur when the concentrations 
of these ions at the electrode/electrolyte interface reach a critical value 
[10]. The oxide coating is formed by a porous outer layer and a denser 
inner layer and has a porous reticulated structure that can be used as a 
model for the incorporation of lubricants, sealants, corrosion inhibitors 
and bone growth mediating proteins [16]. 
The barrier effect of the PEO coating, against corrosion, increases 
with the decrease in the average porosity values. These values are 
related to the treatment time and as the treatment time increases, the 
corrosion protection performance increases [17]. K.O. Gunduz et al. 
studied the influence of the percentage of zinc on the thickness of the 
coating obtained by PEO in an electrolyte containing Na2B4O7.10H2O. 
They found that a reduction in the thickness of the coating occurs with 
an increase in the percentage of zinc in Mg–Zn alloys [18]. The addition 
of Borate to the electrolyte benefits the growth of the PEO layer and the 
formation of the compact layer [19], increasing the barrier effect of the 
coating [20]. 
S. Lu et al. studied the effects of the addition of Na2B4O7 on the 
thickness and wear resistance of a ZK60 magnesium alloy. They found 
that a concentration of 3 g L− 1 of Na2B4O7 in the electrolyte showed a 
better performance in relation to the growth of the layer [21]. The 
structure, composition, tribological and mechanical characteristics of a 
coating obtained by the PEO process on the ZK60 alloy were the object 
of study by S. Peibo et al. coating by the PEO process is an effective 
method for increasing the tribological performance of this alloy [22]. 
This study was aimed to evaluate the corrosion resistance and wear 
resistance of the ZK30 magnesium alloy coated by PEO. The coatings 
were obtained in a silicate-based alkaline electrolyte, free from fluoride 
in order to avoid possible toxicity stemming from F− ion release when 
the PEO surface layer is in contact with body fluids [23]. The initial 
comparisons were made with uncoated ZK30 and ZK60 alloy and this is 
a preliminary study for the possible application of these alloys as ma-
terials for bioabsorbable implants. 
2. Experimental details 
2.1. Material preparation 
The ZK30 and ZK60 magnesium alloys were prepared from high- 
purity Mg (99.95%), Zn (99.9%) and Mg–30Zr (wt%) master alloy. 
The raw materials were melted in an electric-resistance furnace under 
protection with an anti-oxidizing flux containing MgCl2. After a grain- 
refining procedure at 760–800 ◦C, the melt was poured into a steel 
mold preheated to 200–300 ◦C. After solidification, rods were cut from 
the ingots and a surface layer was machined off to reach a diameter of 
48 mm and a length of 200 mm. From the rods, samples with a cross 
section of 15 mm × 15 mm and a thickness of 3 mm were prepared. 
These samples were sanded with silicon carbide grinding papers up to 
grit 4000, polished with 1 μm diamond paste, cleaned in an ultrasonic 
bath with acetone, rinsed with deionized water, and finally dried with a 
cold air jet. The exact chemical compositions of ZK30 and ZK60 alloy 
slices determined using a Thermo Scientific Niton XL3t X-ray Fluores-
cent (XRF) Analyzer are given in Table 1. 
The ZK30 alloy had a density of 1.78 ± 0.02 g cm− 3, while the ZK60 
alloy had a density of 1.84 ± 0.02 g cm− 3, determined by use of mass/ 
volume ratio. The volume was measured with a MITUTOYO micrometer 
and the mass was measured with an analytical balance. 
2.2. PEO treatment 
The electrolyte used for the PEO treatment was composed of 17.5 g 
L− 1 sodium metasilicate, 4 g L− 1 potassium hydroxide and 3 g L− 1 so-
dium borate [24]. The volume of the electrolyte solution used was one 
liter. A 24 kW SUPPLIER brand alternating current source with fre-
quency regulation and duty cycle was employed. The electrochemical 
cell used consisted of a stainless steel counter electrode and the sample, 
as the working electrode, booth connect according to the circuit pro-
posed by R.O. Hussein et al. [17]. 
The PEO anodizing time was 60 min, the working frequency 1000 
Hz, the duty cycle 50%, and the maximum applied potential 240 V 
[13,25]. For data acquisition, a software package developed by SUP-
PLIER was used. PEO-treated ZK30 alloy samples were designated as 
ZK30PEO. 
2.3. Evaluation and characterization 
2.3.1. In vitro biodegradation and corrosion behavior 
Prior to in vitro immersion tests, samples were rinsed with distilled 
water and dried in open air. ZK30 and ZK60 samples were submerged in 
Hank’s solution with a volume to area ratio of 40 mL cm− 2 and at a 
temperature of 36.5 ± 0.5 ◦C, according to the ASTM-G31–72 standard 
[26] and the procedure followed by X. Wei et al. [27]. The samples were 
subjected to the immersion tests for a maximum duration of 96 h. The 
electrolyte was refreshed every 24 h. At an interval of every 24 h, the 
samples were taken out of the solution and immersed in a chromic acid 
solution (200 g L− 1 CrO3 + 10 g L− 1 AgNO3) for 2–3 min to remove the 
oxides [28], dried with a jet of cold air and weighed. At each immersion 
time point, the average corrosion rate was calculated from three 
samples: 
v = Δm (S.t)− 1 (1)  
where v is the corrosion rate (g m− 2 h− 1), Δm the mass change, S the 
surface area of the sample before immersion, and t the immersion time. 
The calculated corrosion rates of the samples were verified by per-
forming hydrogen evolution tests. The samples were soaked in Hank’s 
solution at 37 ± 1 ◦C under an inverted funnel connected to a graduated 
burette. The liquid level values in the burette were intermittently 
recorded at multiple time points up to 96 h. All the tests were performed 
in triplicate. Hydrogen evolution rate (HER), VH (mL cm− 2 h− 1), was 
Table 1 
Chemical compositions of the magnesium alloys used in this study.  
Sample at.% Mg at.% Zr at.% Zn at.% V 
ZK30 95.97 ± 0.20 0.36 ± 0.01 3.59 ± 0.08 0.04 ± 0.004 
ZK60 93.17 ± 0.22 0.41 ± 0.01 6.28 ± 0.13 0.05 ± 0.004  
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calculated by using Eq. (2): 
VH = V (S.t)
− 1 (2)  
where V is the measured hydrogen volume, S the exposed area of the 
sample, and t the soaking time [29,30]. 
The Scanning Vibrating Electrode Technique (SVET) was used to 
investigate the effect of microstructural features on the corrosion 
behavior of the samples in order to identify the main corrosion mech-
anism. The SVET instrument supplied by Applicable Electronics Inc. 
(USA) was controlled by the ASET 2.00 program developed by Science 
Wares (USA). The SVET microelectrode was prepared from polymer- 
isolated platinum‑iridium microelectrodes, produced by Microprobes 
Inc. (USA). Scans were made at 100 μm from the surface. The micro-
electrode vibrated in two directions: one parallel (x-axis) to the sample 
surface and the other normal (z-axis) to the sample surface. The x and z 
frequencies were 115 and 69 Hz, respectively. The amplitude of vibra-
tions in both directions was 10 μm. The measurement time at each point 
was 0.2 s. Maps with 50 × 50 points were obtained. A cell heating system 
was installed, which kept the electrolyte at 36.5 ± 1 ◦C during the scan. 
The conductivity and pH of Hank’s solution, used for the scans, were 
measured with an MP2021 SANXIN conductivity meter, which were 
15.5 and 7.4 mS cm− 1, respectively. The measurements were made after 
20 min, 4 h and 24 h of immersion in Hank’s solution. 
2.3.2. Tribological behavior and surface characterisics 
Tribological tests were performed in a ball-on-plate configuration on 
a tribometer (CETR, USA) with linear and reciprocal movements by 
using a yttria stabilized zirconia (Y2O3/ ZrO2) sphere with a diameter of 
5 mm. A load of 2 N was applied for a period of 10 min, at an oscillation 
frequency of 1 Hz, and over a wear track length of 2 mm. For ZK30PEO 
specimens, the testing time was extended to 120 min. During the tests, 
tracks perpendicular to the polishing direction of the specimens were 
generated. All the tests in air were performed in triplicate. After the 
tests, values of coefficient of friction (COF) were obtained and the wear 
rates determined. The images of the surfaces of the specimens and the 
tracks were obtained by using a GT-K optical interferometer (Bruker, 
Billerica, Massachusetts) with 0.95 × 1.26 mm analysis area and a 
scanning electron microscope (Zeiss EVO MA10 MEV) equipped with 
energy-dispersive X-ray spectroscopy (EDS). The spheres were coated 
with carbon to perform the analysis by EDS. An X-ray diffractometer 
(XRD) Philips equipment, model X’Pert MPD, was used, equipped with 
curved graphite monochromator and fixed copper anode, operating at 
40 kV and 40 mA. Angle range analyzed from 5 to 75◦ and step used of 5◦
s− 1. Cu Kα (1.54184 Å), Kα1 (1.54056 Å), Kα2 (1.54439 Å) and Kβ 
(1.39222 Å) radiation. 
The micrometric roughness values of the samples, i.e., the Ra (μm) 
and Rz (μm) values, were measured with a MITUTOYO SJ-400 profil-
ometer. The measurements were performed in triplicate. Ra is defined as 
the arithmetic mean of the absolute values over the entire sampling 
length, while Rz is based on the five highest peaks and lowest valleys 
over the entire length. 
3. Results and discussion 
3.1. In vitro degradation behavior of uncoated ZK30 
The 96 h immersion tests in Hank’s solution resulted in a much lower 
corrosion rate for the uncoated ZK30 alloy (0.355 ± 0.035 g m− 2 h− 1) 
than for the uncoated ZK60 alloy (0.683 ± 0.22 g m− 2 h− 1). This dif-
ference in corrosion rate indicated that the ZK60 alloy had a much 
Fig. 1. SEM micrographs and EDS mapping of Mg and Zn in the uncoated ZK30 and ZK60 alloys (after polishing).  
Fig. 2. Corrosion rates determined from mass loss and H2 evolution for the 
uncoated ZK30 and ZK60 alloys in Hank’s solution for 96 h. 
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greater susceptibility to corrosion in Hank’s solution. It must have been 
associated with a higher concentration of zinc in ZK60 and thus the 
presence of an increased amount of second phase, favoring the forma-
tion of galvanic pairs with the magnesium matrix, as shown in the study 
carried out by Z. G. Huan et al. [31]. This is confirmed by the SEM 
micrographs and elemental analysis (Fig. 1) of the surfaces of ZK30 
(Fig. 1a) and ZK60 (Fig. 1b) alloy samples, containing an intermetallic 
phase mostly at grain boundaries. The presence of the intermetallic 
phase was more pronounced in the ZK60 alloy than in the ZK30 alloy. 
In connnection with the lower rate of mass loss of ZK30 samples, the 
ZK30 alloy showed lower H2 evolution rates than the ZK60 alloy while 
being immerged in Hank’s solution. As explained by L. Cui et al. [29], a 
decrease in H2 evolution rate corresponds to the dissolution of the 
magnesium substrate and the formation of Mg(OH)2 and MgCO3 pre-
cipitates. As reported in the literature, excessive release of H2 can lead to 
the formation of subcutaneous bubbles close to the implantation site, 
which can hinder cell adhesion and growth [32]. 
Fig. 2 compares the degradation rates measured by using two 
different methods, i.e., mass loss and hydrogen evolution at 96 h im-
mersion, both of which have been used to evaluate the biocorrosion 
behavior of magnesium-based alloys. With the mass loss method, the 
removal of (hydr)oxides from sample surface was carried out in the 
cleaning procedure prior to weighing, and this must have contributed to 
the higher values of corrosion rate compared to those determined by the 
evolution of hydrogen which might not be fully captured during the 
tests. Because it has a lower corrosion rate and, consequently, a lower 
evolution of hydrogen, only the ZK30 sample was used to obtain the 
coating by the PEO process. 
3.2. Surface features of ZK30PEO 
The surface of the coating created by PEO contained many micro- 
scale pores of different sizes and even a few cracks, as shown in 
Fig. 3c. A similar morphology has been reported by other authors [33] 
and is believed to be associated with the type of the coating process, 
during which the coating is generated with the formation of pores in the 
coating prevailing and with punctual dissolution points. The smaller 
pores are considered to be formed by ionic migration, while the larger 
ones result from the breakdown of the oxide layer [34]. As H. Li et al. 
[14] explained, the formation of micropores and cracking during the 
PEO process are due to the existence of micro-discharge channels, in 
which plasma generates fused oxides and regions with air bubbles due to 
high temperatures. The fused oxides are solidified and form a micro-
structure with micropores. The regions with microcracks in the coating 
occur due to the thermal stresses resulting from the rapid solidification 
of fused oxides [35]. The image taken on the cross section of the coating 
(Fig. 3d) shows the presence of an inner layer, being more compact, and 
Fig. 3. Morphological and structural characteristics of the PEO coating on the ZK30 alloy: optical interferometry image of the surface with 0.95 × 1.26 mm analysis 
area (a), X-ray diffraction pattern (b), SEM image of the surface (c), and cross-sectional EDS mapping (d). 
Table 2 
Micrometric roughness values measured by contact profilometry.  
Sample Ra (μm) Rz (μm) 
ZK30 0.04 ± 0.01 0.30 ± 0.05 
ZK60 0.04 ± 0.01 0.24 ± 0.05 
ZK30PEO 1.1 ± 0.2 7.9 ± 0.6  
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an outer layer, being more porous. Such PEO coating features have been 
observed by other researchers as well [34,36]. 
The creation of a ceramic layer by the PEO process aims to increase 
the resistance to corrosion and wear. However, a highly dense layer that 
can really act as an effective corrosion barrier would not be bioabsorable 
within a desired priod of time, making the implant similar to a perma-
nent implant, which is not desirable. The micropores and microcracks 
present in the PEO coating may be possitively ultilized as transport 
channels to allow the permeation of the body fluids to the substrate, 
while the rest of the coating decreases the exposed area of the substrate 
and, consequently, decreases the corrosion rate and hydrogen release. 
This consideration is shared by V. Dehnavi et al. [37] who used the PEO 
process to form a ceramic surface with crystallinity on magnesium al-
loys, having a greater hardness value and a more stable surface to resist 
corrosion and wear. On the other hand, as M. Dabala et al. [38] pointed 
out, the presence of excessive pores and cracks on the PEO surface could 
reduce the wear resistance of magnesium alloys. 
XRD analysis (Fig. 3b) showed that the PEO coating was predomi-
nantly composed of magnesium silicate (Mg2SiO4), silicon dioxide 
(SiO2) and magnesium oxide (MgO). A similar phase composition was 
found by P. Zhang et al. [39] who identified amorphous and crystalline 
phases, i.e., MgO, Mg2SiO4, and Mg3(PO4)2. In addition, the authors 
Fig. 4. Comparison between ZK30PEO and ZK30 in hydrogen evolution vol-
ume as a function of immersion time in Hank’s solution. 
Fig. 5. SVET current maps (a and c) and optical micrographs with delimitation of the mapped area (b and d) of ZK30 and ZK30PEO samples after immersion in 
Hank’s solution for 20 min, 4 h and 24 h. 
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pointed out that the phase composition of the PEO coating depends on 
the mode of the applied current, the current density, and the composi-
tion and concentration of the electrolyte, in addition to the PEO treat-
ment time. The formation of Mg2SiO4 makes the film more uniform and 
has better properties against to corrosion [40]. S. Durdu et al. [41]. 
studied the morphology of the different phases in the coating obtained 
by the PEO process in samples of pure commercial Magnesium. They 
found that, in silicate solution, the increase in current density caused a 
greater formation of the Mg2SiO4 phase, making the film more compact 
and with greater resistance to corrosion. 
EDS mapping of magnesium and silicon on the PEO coating cross 
section is shown in Fig. 3d. It is clear that the presence of Mg was pre-
dominant and it was distributed homogeneously across the coating, 
while the presence of silicon occurred only in the outer layer. The same 
elemental distributions were observed by L. Zhu et al. [34]. The coating 
created in this study on the ZK30 alloy had a thickness of 17.8 ± 6.3 μm 
(Fig. 3d). V. Dehnavi et al. [37] obtained different layer thicknesses in a 
concentrated alkaline electrolyte by applying low voltages (150–450 V) 
on the AM50 magnesium alloy. The authors found that micro discharges 
became stronger as time was extended and that the coating thickness 
depended on the concentration of the electrolyte and the time of the PEO 
process. 
The micrometric roughness data (Table 2) before and after PEO 
showed that the application of the ceramic coating on the ZK30 alloy 
increased the Ra and Rz values. It indicated that the coating changed the 
surface topography, which is in agreement with the SEM observation 
(Fig. 3) that PEO created a more heterogeneous surface with the pres-
ence of micropores and cracks (Fig. 3c). The increases in roughness 
values (Ra and Rz) of the ZK30PEO sample were caused by micro dis-
charges on the surface of the substrate (Fig. 3a), which is typical of the 
PEO process involving rapid melting and solidification of the base ma-
terial, which could increase the roughness of the surface, as observed by 
Y. Savguira et al. [42]. R.O. Hussein et al. [43] studied the coating 
growth mechanisms and ascribed the discharge events during the pro-
cess to be those that originated the metal-oxide interface. The discharges 
resulted in a porous coating structure with cracks, which could decrease 
the resistance to corrosion, as the electrolyte could penetrate the coating 
and cause corrosion at the metal-oxide interface. 
3.3. In vitro degradation behavior of ZK30PEO and main corrosion 
mechanism 
To determine the in vitro degradation rates, ZK30PEO samples were 
subjected only to the hydrogen release tests, since the mass loss method 
Fig. 6. (a) Evolution of coefficient of friction (COF) with time and optical micrographs showing wear tracks (b1, b2, b3) and the spheres – counter specimens (c1, c2 
and c3). 
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used to determine the corrosion rates of uncoated ZK30 samples 
involved the removal of oxides by chromic acid. This method could 
cause damage to the PEO coating layer. As shown by M. Liu et al. [44], 
G. Song et al. [45] and G. Song et al. [46], when magnesium is in contact 
with a corrosive electrolyte, the Mg anodic reaction occurs and, as a 
result, the cathodic H2 production reaction follows (Mg + 2H+ = Mg2+
+ H2). These reactions open up the possibility of measuring the mag-
nesium corrosion rate by monitoring the release of hydrogen. 
ZK30PEO samples exhibited much lower H2 evolution volumes than 
the uncoated ZK30 alloy counterparts (Fig. 4) at all the time points, 
indicating that the PEO coating indeed acted as a barrier between the 
substrate and the medium, slowing down the corrosion process of the 
ZK30 alloy and, consequently, the H2 evolution. Y. Xin et al. [47] and E. 
Zhang et al. [48] stressed the importance of controlling the H2 release, 
because rapid release of hydrogen gas could hinder the formation of a 
layer composed of magnesium and calcium phosphate. Such a layer 
would have the ability to protect the substrate from rapid corrosion and 
could facilitate the osteoconductivity when the magnesium alloy would 
be used as an orthopedic implant material. 
The SVET tests of ZK30PEO samples and uncoated ZK30 samples 
revealed the points or regions with variations in corrosion density value, 
thereby showing the progressive corrosion of the samples over the time 
of immersion (Fig. 5). From Fig. 5, it is clear that during the first 4 h of 
the testing, the uncoated ZK30 sample had isolated points of corrosion 
with low current density (Fig. 5a2). After 24 h, the same sample 
(Fig. 5a3) showed anode current peaks. These peaks must have been 
associated with a high percentage of the zinc-containing phase present 
in the sample. The zinc-containing phase present in the grain boundary 
regions could act as a cathode and the magnesium present in the matrix 
could act as an anode, forming anodic and cathodic regions on the 
sample surface. 
D. Kajánek et al. [20] studied samples of the AZ31 magnesium alloy 
with PEO coating using the Kelvin Probe (SKP) Scanning technique and 
found that the coating obtained by PEO showed a significant improve-
ment in corrosion resistance compared to samples without coating, 
which points to an effective barrier character against corrosion. They 
Fig. 7. SEM images of the wear tracks (a1, a2) of ZK30 and ZK60 samples and spheres (b1, b2), with respective EDS spectra, after the tribological tests at a load of 2 
N, frequency of 1 Hz, track length of 2 mm, and duration of 10 min. 
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also found that the induction of an artificial scratch on the surface of the 
coating changed the mechanism of corrosion. The artificial defect acted 
as an anode with higher potential values compared to the surrounding 
PEO coating. Corrosion products protected the substrate and acted as a 
barrier that reduced the anodic reaction. They observed that the PEO 
coating near the corrosion products started to dissolve and became an 
anode in the corrosion pair. Therefore, there is an option that if the PEO 
coating is damaged in a particular location, this location can be partially 
and temporarily protected by this corrosion products and the PEO 
coating is playing a sacrificial anode role. It is important to note that this 
behavior was not observed in this work, probably due to the immersion 
time of the sample. The Svet map (Fig. 5c3) showed small anodic regions 
and large cathodic regions and this may be linked, initially, to the bar-
rier effect of the coating, preventing the contact of the electrolyte with 
some regions of the substrate. 
The current maps of ZK30PEO (Fig. 5c1 and c2) showed no active 
regions of localized corrosion until 4 h of immersion, indicating that, to 
a great extent, the coating acted as a barrier between the substrate and 
the medium and protected the ZK30 substrate from localized corrosion. 
Only after 24 h of immersion in Hank’s solution, the ZK30PEO sample 
showed small regions with raised current density (Fig. 5c3), although 
the value was lower than that of the uncoated sample (Fig. 5a3). It 
became clear that, despite the presence of micropores and cracks on the 
PEO surface, the PEO coating could effectively reduce the exposed area 
Fig. 8. SEM images of the wear track of ZK30PEO and sphere after 120 min of the tribological test and EDS spectra.  
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of the substrate, prevent the extensive contact of the substrate with the 
electrolyte, and thus present a lower current density overall on the 
sample surface. Wang et al. [49] compared the corrosion behaviors of 
the PEO-treated and uncoated 7075 aluminum alloy by using SVET and 
found that the current density on the uncoated alloy surface first 
increased and then decreased. Such behavior was attributed to the for-
mation of corrosion products. It was also found that the creation of the 
ceramic coating by PEO significantly decreased the current density on 
the sample surface, thus exhibiting a desired barrier behavior. 
3.4. Tribological behavior of ZK30PEO 
The micropores present in the PEO coating could allow plastic 
deformation under small mechanical loading, thus preventing cracks 
from spreading during tribological tests involving sliding motion. Z. Li 
et al. [50] studied the wear performance of ceramic coatings created by 
PEO on a magnesium alloy and found that the size of pores directly 
influenced the wear resistance; ceramic coatings with smaller and more 
regular pores created during PEO at higher potentials showed better 
performance in terms of corrosion and wear resistance. 
The tribological tests performed in the present research show that the 
values of coefficient of friction (COF) of ZK30PEO (Fig. 6a) were almost 
consistently higher than those of the uncoated ZK30 and ZK60 alloys. 
Clearly, the increased values of COF must have been associated with 
higher micrometric roughness values (Table 2). The only exception was 
at the beginning of the tribological tests. The COF value quickly 
increased and then gently increased till the end of the test at 600 s. This 
behavior is very similar to that found in the PEO coatings on the MRI 
230D magnesium alloy and explained by G. Rapheal et al. [35] in terms 
of the continuous renewal of sample contact area. An increase in surface 
roughness as a result of an extended PEO treatment time, influencing the 
wear behavior of samples, was found by A. Buling et al. [51]. It was also 
observed that more homogeneous pores, obtained by changing PEO 
process parameters, led to smaller deviations in roughness values and an 
increase in resistance to corrosion and wear. 
In addition to surface roughness, the tribological behavior is related 
to the mechanical properties of the PEO coating. W. Xue et al. [52] and 
A.L. Yerokhin et al. [53] found the oxide layers created by PEO on 
magnesium alloys very hard and well bonded to the substrate. The PEO 
coating on magnesium alloys is composed of two sub-layers, an outer 
layer with relatively low mechanical properties, corresponding to rela-
tively lower wear resistance, and an inner layer, which is a compact 
layer between the porous outer layer and the substrate and has better 
mechanical properties. Considering the coating structure and the higher 
COF values relative to those of the uncoated alloy, it could be inferred 
that the compact layer contributed to the improved wear resistance of 
ZK30PEO. The gradual increases in COF over time after the first 100 s 
(Fig. 6a) could be caused by the exposure of the inner compact layer, 
after the outer layer was removed during the running-in period. The 
smaller fluctuations of the COF values of ZK30PEO, in comparison with 
the curves of the uncoated samples (Fig. 6a) were considered to be 
related to the operating wear mechanism. For the PEO coated samples, 
the wear mechanism appeared to be predominantly abrasive, while for 
the uncoated samples it must have been predominantly adhesive. In the 
study conducted by G. Rapheal et al. [35], the uncoated magnesium 
alloys showed greater fluctuations in the COF graphs, similar to the 
results obtained in our study (Fig. 6a), which was attributed to the 
softening wear behavior, followed by irregular sliding. 
Samples of ZK30 (Fig. 6b1) and ZK60 (Fig. 6b2) showed streaks 
along the wear track, indicating adhesion of material in the sphere, as 
evidenced by the micrographs of the counter specimens (Fig. 6c1 and 
c2). This wear track characteristic was, however, not observable in the 
wear track formed on ZK30PEO sample (Fig. 6b3). The appearance of 
the wear track of ZK30PEO sample and the counter specimen with little 
adhered material (Fig. 6c3) suggested abrasion to be the predominant 
wear mechanism. 
Fig. 9. Topographic image of the wear tracks of samples ZK30 (a1), ZK60 (a2) and ZK30PEO (a3) and (b) volume of material removed, based on the calculation of 
the internal area of the wear tracks. 
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The process of adhesive wear and the occurrence of material 
delamination, due to surface fatigue, could be clearly observed in ZK30 
and ZK60 samples (Fig. 7). The observation is similar to that of H. Chen 
et al. [54]. The counter specimens of ZK30 (Fig. 7b1) and ZK60 samples 
(Fig. 7b2), analyzed by means of SEM/EDS, had material adhered to the 
sphere surface and containing magnesium, zinc and zirconium, which 
confirmed the main wear mechanism to be adhesive. Because no 
changes during the tribological tests for 10 min were observed, the SEM/ 
EDS analysis of the ZK30PEO wear track and counter specimens was 
performed only at the testing time of 120 min, as shown in Fig. 8. By that 
time, material transfer from ZK30PEO to the counter specimen also 
occurred, although to a less extent. However, strong oxide signal 
remained on the specimen surface, indicating the ceramic layer was not 
worn out. 
The ZK30 alloy exhibited a greater track width (Fig. 9a) than the 
ZK60 alloy (Fig. 9b), indicating a greater amount of material removed. 
This result is in agreement with the images of the surface of the spheres, 
obtained by optical microscopy, in which the ZK30 alloy transferred 
more material from its surface to the sphere, since there was more ma-
terial adhered to its surface (Fig. 6c1). 
After applying the PEO coating on the ZK30 alloy, a marked decrease 
in the volume of material removed was noted (Fig. 9b), as well as an 
obvious decrease in the amount of material transferred from the coating 
surface to the sphere (Fig. 6c3). This observation indicated that the 
coating contributed greatly to increased wear resistance, corroborating 
the finding of X. Li et al. [55] that the PEO coating enhanced wear 
Fig. 10. Evolution of COF till 120 min of the tribological test time (a) and SEM images of the wear tracks on ZK30PEO specimens at different test times: 10 min (b), 
30 min (c), 60 min (d), and 120 min (e), showing the presence of a third body from wear (e2). 
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resistance. 
With the extension of the tribological test time to 120 min, COF value 
of ZK30PEO gradually increased from 0.6 to 0.8 and then became sta-
bilized (Fig. 10a). These values were much higher than the values of the 
uncoated materials, which fluctuated around 0.3 to 0.4 (Fig. 6a). In 
addition, even after 120 min of the tribological testing, the PEO coating 
did not exhibit complete rupture, which would otherwise lead to the 
direct contact of the counter specimen with the substrate, since there 
was no abrupt drop in COF to the values close to those of the substrate. 
From Fig. 10c, it can be seen that after 30 min of the tribological test, 
cracks started to be visible on ZK30PEO specimen surface. This must 
have been related to the removal of the most porous outer layer. With 
extension in tribological test time to 60 min and then to 120 min, wear 
debris accumulated on the surface and in the regions of rupture of the 
PEO coating, leading to third-body abrasive wear, as described earlier in 
identifying the operating wear mechanism in the case of ZK30PEO. 
4. Conclusions 
The coating created by PEO on the ZK30 magnesium alloy enhanced 
the corrosion resistance and wear resistance. The PEO coating was 
composed of silicon- and magnesium-containing oxides. Optical inter-
ferometry indicated increase in micrometric roughness and the presence 
of micropores and cracks on the PEO coating surface. ZK30PEO 
exhibited increased corrosion resistance in Hank’s solutions and 
decreased hydrogen evolution, as compared to the uncoated ZK30 alloy. 
Surface analysis by means of SVET showed that the ZK30PEO alloy was 
less susceptible to localized corrosion. In the tribological tests, increased 
and stable values of coefficient of friction were measured, along with a 
smaller amount of material transferred from ZK30PEO to the counter 
specimen. The results obtained from this study clearly demonstrated the 
improved corrosion and wear resistance of the ZK30 magnesium alloy by 
applying PEO coating and the new potential for PEO-coated magnesium 
alloys to be used as biodegradable materials. 
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